LONDON INTERIOR

SHUTT=RS
SHUTTER MATERIAL COMPARISON CHART

Waterproof Hardwood Hybrid MDF
Waterproof ABS Paulownia
Matarial (Acrylonitrile Basswood/ MDF with Polymer coated
butadiene Hardwood ABS Louvres MDF
styrene) (Painted)
Panel Weight/m’ 8.22-11.55kg | 68-7.88kg 6.24-85kg | 8.93-10.23kg
Paint Colours 22 28 22 9
Stain Colours X
Custom Colours v v v b
47mm 47mm .
47mm 63mm
63mm 63mm
s 63mm 76mm
Louvre sizes 76mm 76mm
76mm 89mm
i 89mm e 114mm
114mm 114mm
500mm : 47mm
; 800mm : 63mm
Max single hung 800mm - 76mm | 790mm:47mm | 610mm:47mm | 600mm :47mm
panel width 890mm - 89mm | 870mm:REST | 915mm:REST | 750mm :REST
890mm : 114mm
Bi-fold hinged shutter/ ,
Multi-fold with s =hm el 660mm 610mm 600mm
610mm : REST
Top and Bottom track
Multi-fold hinged
shutters & multi-fold N/A 550mm N/A N/A
with Top track only
Max number of panels
hinged together “ u - k
Max and min panel 3000mm 3000mm 3000mm 3000mm
heights 250mm 250mm 250mm 250mm
Water resistant v X X X
Solid Panels available X v b4 X
Special shapes X v limited limited
Custom Bay
Post angles 4 v v v
Fixed Louvres v v v v
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